98

29 3 17

Ne4-11
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IEC60598-2-5 3 2015

— 25

J60598-2-5 H23 3

M
@

IEC 60598-2-5 Luminaires - Part 2-5:
Particular reqiurements-Floodlights 3 2015 8

LED
LED




5.6.5 150kmvh 42 m/s 216 km/h(60nvs)

5122

5.1 “ LED

” LED

55 S5m

56.5

56.5.1 LED

56.8.2 IN m

512




JIS C 8105-2-5 (2017)

2-5

JS C 8105-1 1 031
1
03.1
1 427A 1 427A
LED

565 d)

1 4 1 4

1 s 15

1 14 1 14

115 115
56

1 426 1 426

SELV

1 125 1125

1 126 1 126

1 127 1 127




JIS C 8105-2-5 (2017) 2-5
1 32 1 32
55 55
1 33 1 33
1 4114 1 4114
1 4143 1 4143
1 418 1 418
1 427B 1 427B
LED
1 123 1 123
1 1445 1 1445
5.1 5.1




JIS C 8105-2-5 (2017) 2-5
1000V
1 9 1 9
5.13 513
P20 IP JIS
C8105-1 9 5.12
1 447 1 447
1 492 1 492
1 522 1 522
1 531 1 53.1
1 12 1 12
5.12 5.12




JIS C 8105-2-5 (2017)

2-5

1 13 1 13
1 1539 1 1539
1 1562
1 1592 1 1562

1 1592
1 427C 1 427C
1 427D

1 427D

3222A “

1 5210

1 5210
1 5313

1

5313




JIS C 8105-2-5 (2017) 2-5

1 8
1 8

- 1 415 1 415
[

1 7 1 7

1 103 1 103
- 1 43 1 43
[

1 49 1 49

1 536 1 536




JIS C 8105-2-5 (2017) 2-5
1 9 1 9
5.13 513
1 102
1 11 1 102
1 12 1 11
5.12 1 12
1 13 5.12
1 13
1 1562
1 1592 1 1562
1 1592
1 329 1 329
1 3213 1 3213
1 334 1 334
55 55
1 4151 1 4.15.1




JIS C 8105-2-5 (2017) 2-5

1 4152

1 4152
1 416

1 4.16
1 4214

1 4214
1 426

1 426

SELV
1 427B
1 12 1 427B
5.12 1 12

1 133 5.12

1 133
1 124 1 124
1 125 1 12.5




JIS C 8105-2-5 (2017) 2-5

1 4134 1 4134
1 414 1 414
1 425 1 425
1 444 1 444
1 492

1 492
1 4121

1 4121
1 413 1 413

565

5.6.7

5.65

5.6.7

10




JIS C 8105-2-5 (2017) 2-5
5.6.8

1 420 1 420
1 421 1 421

1 826 1 826

1 1444 1 1444
1 1539 1 1 539
1 1551 1 1551
1 158 1 15.8

11




JIS C 8105-2-5 (2017) 2-5
424 1 424
426 1 426
SELV
125 1 125
12.6 1 126
12.7 1 12.7

12




JIS C 8105-2-5 (2017)

2-5

13




JIS C 8105-2-5 (2017)

2-5

1 522 1 522
1 531

1 531
1 031 1 031
1 112 1 112

J55015
1 3 1 3
55 55

1 1232 1 1232

14




JIS C 8105-2-5 (2017)

2-5

15




JIS C 8105-2-5 (2017)

2-5

16




JIS C 8105-2-5 (2017)

2-5

17




